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MASONRY TIE DETAILS

CAPSTONE DETAIL
NOT TO SCALE

CAPSTONE NOTES:

CAPSTONES MAY BE STONE MASONRY, PRECAST CONCRETE
OR CAST-IN-PLACE CONCRETE.

CAPSTONES SHALL BE FULL WIDTH OF WALL PLUS OVERHANG.
OVERHANG SHALL BE PROVIDED WHENEVER POSSIBLE. LARGER
OVERHANGS SHALL HAVE A DRIP GROOVE.

PRECAST AND STONE MASONRY CAPSTONES SHALL HAVE A
MINIMUM OF 2 ANCHORS PER SEGMENT. ANCHORS SHALL BE
PLACED 6" MINIMUM FROM THE SEGMENT ENDS. ANCHORS

MAY BE GALVANIZED OR STAINLESS STEEL AND MAY BE CAST
IN THE WALL OR DRILLED AND GROUTED.

SEE BD-ABIE FOR STONE VENEER PANEL WALL DETAILS.
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STEPPED FOOTING ELEVATION
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NOT TO SCALE

SIZE OF PLASTIC OR
STEEL UTILITY SLEEVE

2" COV. (TYP.)

#5 BARS SPACED AS SHOWN
OF WALLS. TO BE PLACED IN
REINFORCEMENT.

NOTE:

ONLY SPECIAL UTILITY SLEEVE
REINFORCEMENT FOR ABUTMENT

IS SHOWN FOR PURPOSES OF CLARITY.

CIRCULAR UTILITY SLEEVE REINFORCEMENT
NOT TO SCALE

BOTH FRONT FACE AND BACK FACE
ADDITION TO REGULAR ABUTMENT

|
\
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T
F-—-——-t+t+4+---5- 477‘777777777,
3" MIN. (TYP.) I
|
|

2" COV. (TYP.)

ADDITIONAL REINFORCEMENT AROUND
OPENING TO MATCH THE AREA OF
REINFORCEMENT THAT WOULD HAVE
BEEN IN THE OPENING

RECTANGULAR UTILITY OPENING REINFORCEMENT
NOT TO SCALE

[ [ == WALL REINFORCEMENT
INTERRUPTED BY OPENING

- - — - r+r+r4+ - - - K,,,,,{

NOT TO SCALE

DESIGNER NOTES:

REFER TO BRIDGE MANUAL, SECTION 11 FOR STEPPED
FOOTING CRITERIA.

REFER TO BRIDGE MANUAL, SECTION 15.12 FOR THE
REQUIREMENTS FOR THE USE OF CORROSION PROTECTED
REINFORCEMENT IN SUBSTRUCTURES.

FOR KEYWAY DETAILS, SEE BD-ABGE.

MINIMUM REINFORCEMENT IS SHOWN FOR RECTANGULAR
OPENINGS AND SHOULD BE CHECKED BY THE DESIGNER
FOR IT'S ADEQUACY.

THE USE OF STONE OR MASONRY FACING SHOULD BE
AVOIDED DUE TO FUTURE HIGH MAINTENANCE COSTS
AND SAFETY HAZARDS ADJACENT TO OR OVER TRAFFIC.

NOTES:
COVER FOR STEEL REINFORCEMENT IN FOOTING SHALL BE

3" UNLESS OTHERWISE NOTED. ALL OTHER COVER SHALL
BE 2" UNLESS OTHERWISE NOTED.
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